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W MAX Powerljié 400 psi system H

MAX developed the world's first high-pressure pneumatic nailing system and introduced it 1o the Japanese market in 1984, For the
past decade the MAX fwerli¥ 400 psl system has revolutionized the construction industry in Japan, Powered by 400 psi technology,
the MAX Awerli¥ tools are approximately 40% lighter and 20% smaller than most competitors tools without sacrificing power. Now, the
MAX Amrergflf system is available in the U.S. market. Experience the Next Generation in nailing technology with MAX.

FEATURES

Reduced Exhaust Air System
Side exhaust wuth built=in
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Trigger Lock

®Easy to replace contact nose
for shooting wide range nails
By using two different sizes of
Contact nose, HNBS can shoot
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L] flnﬂ-dnublu fire mechanism
US Patent 5597106)

Dial adjustable
depth control

nose helps
with nail Comes with
placement. plastic carry case

TOOL SPECIFICATIONS APPLICATIONS
MODEL HNES _ @ Siding e Exterior ® Decking ® Sheathing
WEIGHT 42 Ibs @ Subfloor
DIMENSIONS | 11=TE (H) = 5* 0 = 10508 (L)

_ LDAD CAPACITY | 400 naila |
OPERATING PRESSURE | 170 to 320psi

For the mﬁﬁﬂss operation,
— AFF‘LIDAELE FASTENERS |——— the Awer(itf canpressar and Awerlji¥fese are required.
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Tha specifications and design of the products in this catalog will be subject o change withowt advance notice dug 1o cur continucus elforts 16 improve the guality of our products.
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