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Powerl/le. 500PS/

HIGH PRESSURE FASTENING TO0LS




Lowerljte. 500PSIHIGH PRESSURE SYSTEM
For jobsite application




ENGINEERED FOR PERFORMANCE
\/

Durability and reliability is our goal in every product we develop. MAX industrial products consist of
durable yet lightweight tools engineered with highly innovative and patented features. MAX
manufactures PowerLite® 500 PSI nailers and compressors. In fact, MAX invented the PowerLite®
tool category in 1993, nearly 30 years ago.

The PowerLite® system uses patented technology to shoot into hard materials like steel, concrete
and engineered lumber to fasten construction materials. The Powerlite® System is powered by a
lightweight and quiet compressor that generates 500 PSI while monitoring the source electricity and
can operate down to 70 volts without tripping a breaker. The compressor also operates in very
cold and high altitude environments. The system replaces powder and gas powered tools to
safely shoot fasteners on jobsites.

(Q\ . .

O Began selling Japan’s first
o) pneumatic nailer “T2-A”

—

\[3 Began selling Japan’s first
o air compressor for exclusive
— use with nailers

Began selling the Pawerljte.
next generation nailer into the
Japanese Market

1994




Lowerljte. 500PSI Compressor

AKHLIZ260E Ultra Lightweight
LED Control Pa_nel_ | 35 Ibs

alerts you of the following situations:

- Maintenance (1,000 hours operating time) =

- Service required QUIet MOde . .

- Low voltage (Under 70V) Is suitable for facility maintenance
- High voltage (Over 138V) jobs which require quiet operations
- High motor/ control circuit temperature (i_e_ hospitals, SChOO|S, etc.)

Easy
Drain Lever

DC-Brushless
motor with an

— : Inverter Circuit >
4 Air Outlets Allows start up in freezing temperatures

2 outlets for High Pressure tools and also functions in poor electric supply
2 outlets for 100psi tools conditions down to 70 volts without tripping

the circuit breaker.

500PS| Lowerljte. ACCESSORIES

Air Tank Air Hose  Air Hose with Drum ConnHectlng Splitter MFF
Air Hose

=y,

AKTHI13 KHIDDFT SD630A2 44-44K ARC-H1
(ONLY for AKHL 1260E) (100 feet) (100 feet) Connects 2

It connects to the KHEDFT KH100FT high pressure compressors to
AKHL1260E to increase (50 feet) hose with stainless double the air
Qe capacity of air volume. steel hose reel displacement )




AKHLIZ260EX

5.7 Gal. Large Capacity
Air Tank

Suitable for rapid fire applications such
as floor decking.

Easy Detachable Tank
Easily convert to 2 tank model (AKHL1260E)
by removing 4 screws.

*Number of nails were counted until the nail was no longer flush.

CONT'NUOUS FASTEN'NG AB".'TY* *45 sec. interval time was taken for replacing a coil of nails.

AKHLI260EX

AKHLI2Z60E 330nails
110nails

Test condition:
1. Application: Floor Decking (3/4” plywood + 2x4 wood)

2. Size of nail: 2-3/8” x .113” Ring shank (250 nails/ a coil)

3. Tool: HN90 High Pressure Coil Framing Nailer (HP)/ CN890F2 Coil
. Framing Nailer (100psi)

100psi 4Gal. 4CFM 45nails 4. Shooting interval: 2 shots /sec.

Compressor 5. Opell'ating air pressure: 22IOpsi (HP)/ 110psi (1OIOpsi)
0 200 400 600 800
COUPLING
COMPRESSORS
Connect 2 compressors to ltem#: AKHLIZ60E AKHLIZBOEX
double the air displacement 1 2 Weight: 35.4 bs 511 Ibs
_ Dimensions(LxWxH): 23"x12-1/2"x13-1/4" 23"x15"x18-7/8"
- TT05022 Tank Capacity: 2.3 Gal. 5.7 Gal.
g4 4?-"( |, lf Air Chuck 44K I
onnecting | J2x Horse Power: 2HP
ir Hose _rj_' } /
E Power Supply: 115V+10% 60Hz+1%
_ Noise: 67.5 db (Normal mode)
AKHLI260E 66.4 db (Quiet mode)
AKHLIZGEDE Rated Current: 12A
AKHLIZ2S50E | Motor RPM: 2,900 (Normal mode)
oR 1,600 (Quiet mode)
Air Displacement: 3.4 CFM @100PSI
2.6 CFM @300PSI




About Powerl/fle. Fasteners

MAX manufactures specialty fasteners for different types of heavy-duty concrete and
steel applications to work with the MAX PowerLite® 500PSI System. This sytem enables
contractors to work more productively and is more cost effective at every jobsite where you
may have used gas operated or powder actuated tools (PA.T.) currently.

Clip or Exterior Metal Track to

Commercial Buildings
Steel I-Beam

Interior Metal Track to Steel I-Beam - CP-C AccuEmbed .157” Series
- CP-W .118” Series

Interior Metal Track to Concrete
- CP-C .102” Series
- CP-W .118” Series

Plywood to Cold Form Steel
- CAP .133” Series

-l

—\
Y
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[Blocking Application]
- CAP .133” Series

Exterior Metal Track to Concrete

2x4 wood to Concrete _op_o AccuEmbed .157” Series
[Sill Plate Application]  “cp_c 145” Series
- CP-C .145” Series Il 3

.

2x4 wood to Steel I-Beam
[Blocking Application]
- CP-W .133” Series



MAX PowerLite® fasteners come with either 50 pins (For HN120) or 100 pins (For HN25C) in
a coil which maximizes efficiency by reducing the reloading of tools. The HN120 and the
HN25C PowerLite® High Pressure tools are lightweight and compact yet powerful and are the
ideal tools for shooting a variety of heavy-duty applications such as steel I-beam and
concrete in jobsites.

Residential Houses _
Joist Hanger

Z-FCP Series

|

2x4 wood to Steel [-Beam
-CP-W .133” Series

Fiber Cement Siding to Concrete Block
- CP-C .140” W/O Washer Series

Hardwood Flooring to Concrete
- CP-C .140” W/O Washer Se[ies

Waterproof sheet to Concrete

Foundation Wall Applicati
E gl,i"_ca_'ﬁ’ Ezfsgf;z:a o] 2x4 wood to Concrete

- CP-C .145” Series [Sill Plate Application]
l' l - CP-C .145” Series

Insulation Foam to Concrete
[Foundation Wall Application]
- CP-C .145” Series




Available Fasteners for HNT20 ;h o

CP-C Accubmbed 157" Series: Smooth | 50 Pins/Coil | 1,000 Pins/Case kil
[temif Length Application (Upper) Application (Lower) ~ Spec Sheet
CP-C821XO0SP-ICC | 3/47+.019”
CP-C828X0SP-ICC | 17+.079”
CP-C834X0SP-ICC |1-1/47+.019”
GP-GC840X0SP-ICC |1-1/27+.079”

Exterior Metal Track Concrete ESR-4320

s
CP-C .145” Series: Smooth | 50 Pins/Coil | 1,000 Pins/Case i

Application (Upper) Application (Lower) ~ Spec Sheet
CP-C819W1-ICC 3/4”
CP-C825WT-ICC | 17 Metal Track

CP-C832W1-1CC 1-1/4” Metal Track / 1/2” Wood

ESR-4320

CP-C83BWI-ICC | 1-1/2” | Metal Track/ 3/4” Wood Conerete | Sg-2024
CP-C851W1-ICC 2’ 1” Wood
CP-C865W17-ICC 2-1/2” 1-1/2” Wood

CP-C .140” W/O Washer Series: Smooth | 50 Pins/Coil | 1,000 Pins/Case

[tem# Length Application (Upper) Application (Lower) ~ Spec Sheet

CP-C832W7-SF | 1-1/4” | 1/2” Subfloor/ Fiber Cement Siding

CP-CB38WI-SE | 1-1/2" | 374" Subfoor/ Fiber Cement Siging] _ orce | ESR-2250

e
CP-W .133” Series: Step Top Hat | 50 Pins/Coil | 1,000 Pins/Case | ssssil

Application (Upper) Application (Lower) ~ Spec Sheet

CP-WB14WASP-AL|  9/16”
CP-W816WASP-AL| 58 Gl / Metal Track Steel 1-Beam | pop 4300

CP-W820W4SP-AL| 13/16” (Upto1/2”)
CP-W823W4SP-AL|  1/8”
ST
CP-W .133” Series: Step | 50 Pins/Coil | 1,000 Pins/Case TR
Length Application (Upper) Application (Lower) ~ Spec Sheet
CP-W823W4SP 1/8” 1/2” Wood
CP-W833W4SP 1-1/4” 3/4” Wood Steel I-Beam
CP-W838W4SP | 1-1/2” 1” Wood (Upto3/8”) | ESR 4320
CP-W850W4SP 2" 1-1/2” Wood
CAP .133” Series: Knurl | 50 Pins/Coil | 2,000 Pins/Case |11
Application (Upper) Application (Lower) ~ Spec Sheet
CAP32W4-H 1-1/4” 1/2” Plywood Available
CAP38W4-H 1-1/2” 9/8” - 1” Plywood Cold Form Steel upon
CAP50W4-H 2" » (18-12 Ga))
CAPESWAH VETVE 1-1/2” Wood request




Available Fasteners for HN25C s
CP-W .118” Series: Step | 100 Pins/ Coil | 1,000 Pins/Case

[temi# Length Application (Upper) Application (Lower)  Spec Sheet
CP-W616WOGP-ICC 9/8” Metal Track Steel |-Beam (Up to 3/8”) ESR-4320
CP-W618WOSP 34 Metal Track Hard Concrete
| -_-u!;_.!'*-

CP-C .102” Series: Smooth | 100 Pins/ Coil | 1,000 Pins/ Case

ltemi# Length Application (Upper) Application (Lower) ~ Spec Sheet
CP-C619V6-ICC 3/4” Metal Track
CPC624V61CC | T | Metal Track or Carpet Gripper | Cooret® | ESR-4320

. SPEC DATA FOR CONCRETE Download a full ICC report £

SHANK
FASTENER DIAMETER ALLOWABLE LOADS (Ibf)
(inch)
Concrete Compressive Strength: 2,500 psi 4,000 psi 6,000 psi 8,000 psi
Load Direction Tension | Shear Tension Shear Tension Shear Tension Shear
CP-W618WOSP [ 0.118/0.102 19/32 130 160 130 165 135 180
34 170 85 170 200 120 110
1 220 245 235 300 185 265
CP-C8##X0SP-ICC 0.157
1% 375 415 405 425 345 345
1% 300 410 - -
% 140 100 175 300
1 240 205 300 575
CP-C8##WT-ICC 0.145
1% 355 310 435 650
1% 385 430 -
3% 100 140 145 205
CP-Co##V6-ICC 0.102
s 145 220 220 230
CP-W820W4SP AL | 0.133/0.122 34 - - 210 240 245 320 250 270
CP-823W4SP AL 7
CP-W823W4SP 0.133/0.122 78 - - 150 365 360 495 220 210

B SPEC DATA FOR STEEL I-BEAM  bownload a tutttec report 5555

SHANK
FASTENER DIAMETER ALLOWABLE LOADS (Ibf)
(inch)
Steel Base Material ASTM A572 Grade 50 or A992®)
Steel Thickness (inc) 3/16 a s 23
Load Direction Tension Shear Tension Shear Tension Shear Tension Shear
CP-C815X0SP AL-ICC 0.157 31029 525() 3100 4659 400¥ 490%
CP-W616WOGP-ICC | 0.118/0.102 7509 2302 759 1950 130@ 23504
CP-W814W4SP AL 0.133/0.122 135 480 270 450 360 520 415 570
CP-W816W4SP AL 0.133/0.122 180 495 310 510 500 645 495 710

CP-W820W4SP AL
CP-W823W4SP AL
CP-W823W4SP
CP-W833W4SP
CP-W838W4SP
CP-W850W4SP

0.133/0.122 255 380 335 430 420 525 405 480




Powerl/te. Pinner
HNIED Ultra Powerful

CONCRETE PINNER 2,231 inch Ibs

- Lightweight and

powerful
Comfortable
Rubber Grip - No powder or fuel load
Tangle Free required

Swivel Plug
- Saves on operating cost

- Much less tool
maintenance

Tough Nylon Magazine
shoots 9/16" to 2-1/2" MAX brand pins.
Large Capacity Magazine

holds 50 pins and saves reloading

time and operating cost.

For Wood Flooring
(HN70623)

For Narrow  For Wood For Metal 7/8 Washer
Track Sill Plate Track Attachment
(HN10292)  (HN10293)  (HN10330)  (NC13114)

Item#: HN120
Weight: 6.4 Ibs
Dimensions(LxWxH): 12-3/8"x3-3/8"x15-3/4"
Operating Pressure: 210 to 320 psi

Load Capacity: 50 pins

Air Consumption:  0.166ft3/ cycle@320psi

Driving Power: 2,231 inch Ibs
133710 .157” .283710.315"

< {O |

——9/M16"t024/2" —+




Powerl/le. Pinner
HNZ25C

CONCRETE PINNER

Maintenance Free
End Cap Filter

=

Slim Contact Nose
guides the fasteners vertically
through concrete surfaces

Shorter contact stroke,

Less pressing load
takes much less effort to shoot
pins

=y

Ultra Lightweight
Only 4.4 |Ibs

About 50% lighter
than gas tools.

- For quick & easy
drywall ceiling
application

- Consistent
performance

- Compact size
- Time saving

WATCH A TESTIMONIAL

[=]
S o

Item#: HNZ25C
Weight: 4.4 Ibs
Dimensions(LxWxH): 12"x3-1/4"x12"
Operating Pressure: 140 to 320 psi
Load Capacity: 100 pins
Air Consumption:  0.051ft3/ cycle@257psi
Driving Power: 764 inch Ibs
1027
Jfo T< 10|

——5/8"to15/16" | .252"



Powerl/le. Framer
HN9S0OF Powerful enough

to shoot engineered
COIL FRAMING NAILER lumber such as
Bl G ity & LSL / LVL due to the

— : *  new high-efficiency
: engine

Adjustable Rafter Hook

Anti-Double Fire Trigger
allows tool to be used in contact fire
or single fire modes without making
adjustments to the tool.

Easy-nail-load
magazine

Aggressive Nose for Toe Nailing

Item#: HN90OF
Weight: 5.7 Ibs
Dimensions(LxWxH): 11-3/4"x5"x13"
Operating Pressure: 170 to 320 psi

Load Capacity: 300 nails
Air Consumption: 0.12ft3/ cycle@257psi
Driving Power: 1,257inch Ibs
. 099" 236"
to T_<€ 1O | to

¥ ,;fh 148 Wire: 1-3/4" to 3-1/2" .303”
s | Plastic: 1-3/4" to 3”



M,Z@Maﬂslar
HS130 Ultra Powerful

5-1/8" STICK FRAMING NAILER 2,071 inch Ibs

Maintenance Free _ .. Powerful enough for
End Cap Filter @-;{j .
* = Heavy duty crating

- LSL application

Nose Magnet
holds last nail

Open Nose for Easy
Jam Clearance

ltem#: HS130
Weight: 9.5Ibs
Dimensions(LxWxH):  22-1/4"x3-5/16"x16-3/4"
Operating Pressure: 250 to 320 psi

Load Capacity: 64 nails
Driving Power: 2,071 inch Ibs
R 120" o757
to T <€ 1O ] to

162" 3127 t05-18"— 335



Powerljte. Locaror
HNGS 2 - Lightweight. Only 4.4 Ibs

- Sequential Fire Trigger
METAL CONNECTOR NAILER ) ]
- Depth Adjustment Dial
Maintenance Free

End Cap Filter ﬁ'fﬂ - Tangle Free Swivel Plug

Tangle Free

Swivel Plug
|_ Durable locator
designed to find the hole easily
ltem#: HNG5.J2
Weight: 4.6 lbs

Dimensions(LXWxH):  11%, x 4%, x 11%.
Operating Pressure: 170 to 320 psi

Load Capacity: 100 nails

Driving Power: 738 inch Ibs
FASTENERS
ltem Number | Z-FCP40W3 | Z-FCP40WS | Z-FCP65W3 | Z-FCPG5WS
Length: 112" 11/2" 212" 21/2"
Shank Diameter:| 131" 148" 431" 148"
Head Diameter: | .283" 283" 283" 283"
Galv.: EG| - |EG|HD | EG [ HD | EG | HD




Lowerljte. Sider
HNSSS - Lightweight. Only 4.2 Ibs

- Easy replace contact
SIDING & DECKING NAILER nose for shooting wide

Maintenance Free range nails
End Cap Filter @,‘ . .
< “% - Depth Adjustment Dial

o

Anti-Double Fire Trigger
allows tool to be used in contact fire
or single fire modes without making
adjustments to the tool.

For Siding
Nail shank: .083” to .099”

- 2 Noses attachments

For Decking
Nail shank: .099” to .131”

ltem#: HNGB5S
Weight: 4.6 lbs
Dimensions(LxWxH):  12"x 5” x 11%
Operating Pressure: 170 to 320 psi

Load Capacity: 250-400 nails
Driving Power: 1,076 inch Ibs
083" - 1977
to T_< 10O | to

1317 Wire: 1-1/2” to 2-1/2" 276"
Plastic: 1-1/4" to 2-1/2"



ENGAGE WITH MAX
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MAX USA FACEBOOK MAX USA TWITTER MAX USA WEBSITE
facebook.com/maxusacorp twitter.com/maxusacorp WWW.Iaxusacorp.com

MAX USA INSTAGRAM MAX USA YOUTUBE CHANNEL

instagram.com/maxusacorp

ENGINEERED FOR
PERFORMANCE

MAX USA CORP

205 Express Street, Plainview, New York 11803

Phone: 800-223-4293
Www.maxusacorp.com BOK-003(2/2022)



